FlyingBoats! Firmware Update Instructions
15 June 2023

1. Remove the four screws from the front panel using a Phillips head screwdriver. Slide the front
panel out and locate the USB-C connector on the WiFi daughterboard.

a.
2. Use a USB-C cable to connect the WiFi daughterboard to your Windows PC.

3. Download the firmware update ZIP file and unzip/extract the contents.
4. Locate the “update.exe” file and double click on it to run it.
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D app.bin 7, BIM File 854 KB

[ boot_app0.bin BIN File 2KB

D bootloader.bin 4, BIM File 28 KB

& esptool.exe g Application

[ littlefs.bin 7 BIM File 1,024 KB

D partition-table.bin 5 BIM File 3KB

l.‘ update.exe 7, Application 4929 KB

a.
5. Ascreen will pop up and the firmware update will start. It should take about one minute to

complete. When the screen tells you that the firmware update is complete, press Enter to exit.

C:\FlyingBoatsFirmwareUpdat X

Stub running...

Changing baud rate to 921608
Changed.

configuring flash size...
Flash will be erased from 8
Flash

e to
file at Bx8 doesn't look like an image file, so not changing any flash settings.
bytes to 28016...
8 v 16 compressed) at 6x80008008 in 8.6 seconds (effective 396.8 kbit/s)...
Hash of data verified.
Compressed 3072 bytes to 3@83...

Wrote 3672 bytes (3083 compressed) at 8x 8668 in 0.1 seconds (effective 295.1 kbit/s)...
Hash of data verified.

Compressed 8192 bytes to u47...

Wrote 8192 bytes (47 compressed) at Bx 880 in 8.1 seconds (effective 526.9 kbit/s)...

Hash of data verified.

Compressed 873984 bytes to 874260...

Wrote 873984 bytes (874260 compressed) at 6x080010800 in 13.1 seconds (effective 533.1 kbit/s)...
Hash of data verified.

Compressed 1848576 bytes to 16U48902...

Wrote 1048576 bytes (1048902 compressed) at ©x80290000 in 15.9 seconds (effective 528.6 kbit/s)...
Hash of data verified.
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